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Screed to falls at
2% gradient
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Drain must be
well supported

18mm Ply recessed
flush with joists

18mm Ply on
top of joists

Place drain min 100mm
away from wall

Polystyrene Fitting
Aid (supplied)

UFH Cable
(2mm Dia)
bedded within
Sphere8
Base Screed

5mm sandable
Frame & Panel
see below

Frame & Panel sanded
to suit resin thickness

1mm Tanking
e.g. LIP VS30
or similar

Tile backer
board, cement
board or similar

Sphere8 3-5mm
Resin / Microcement

5mm sandable Frame & Panel
If required due to thinner thickness in your build up, you can sand this part of the drain down.
Please allow this part to cool down before applying final coat.
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Resin / Microcement

1mm Tanking
e.g. LIP VS30
or similar

Steel Plate and Glue
Installation Kit 
(Sold separately)

Sphere8 1-2mm
Fibreglass

Resin / microcement applied
onto panel and edges

5mm sandable
Frame & Panel

Polystyrene Fitting
Aid (supplied)

Drain must be
well supported

1mm Tanking e.g.
LIP VS30 or similar
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Resin / Microcement

See left for wall
detail
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6mm Tile
Backer or
Cement Board
fixed with
Sphere8 WBC

Sphere8 Base
Screed to falls at
2% gradient

Description:
Wetroom Materials PourFlex 
Linear typical build-up on joist / 
wooden floor with Sphere8 
Resin / Microcement on floor 
and walls.

Sphere8
For Sphere8 product and installation questions
info@sphere8.com | 02089690183
WM | Wetroom Materials
For drain installation questions
sales@wetroommaterials.com | 01332840820
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